QUARRIES e

O'Callaghan Mills,
Co. Clare

MOGIATRE Precast Concrete CTd

Tel:
Waeh:
Email:

0B5-6E35125 Fax:
www.mcgrathguarries.com
designi@mcgrathguarries.ie

065-6835489

|Production identification

Flo-screed (mon structural liguid flowable screed)

Specification: 15 EM 8204-1: 2003+41:2009
Material Properties
Property Classifation / Declared Value
B pearme: Stoney Gray conorete colaur
|Finish: Clazs 1 - type B quality finish as per BSS110

Compressive strength:

10 - 20MPa [NOM structural seread]

JFlexural strength:

4 - &n et

JDenesity: 2200 - 2300 kgfm*
|Dry shrinkage: <L.G0mm
Jifinimum thickness ESmm

‘Wearing course finish:

Maon WEAring course, permanent surface Cressing neg uired

|Effective Binding agent

Cementitious OPC

Thermal conductneity:

166 - 1.B8W/ mk

|Flows (DEN 1060 test)

230 - 250mm

|Fire rating:

Man combustible

Additives

Palypropylene Fibres

JRanimum moesene oontent :

3 5% for tiling adhesive. * Plagse conswlt with Bl odfesive monufoctuer for

further details,

Signed:

Alan T anwioe

Date: 01 November 2018

Operations Manager




